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EXISTING FLOOR & DEMOLITION PLAN

SEVENTH DAY ADVENTIST CHURCH

71 NORTH MANEY AVENUE
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EXISTING

METAL STANDING SEAM ROOCF
OVER NEW ADDITION AND

OVER EXISTING ROOF
(FELLOWSHIP AND KITCHEN)

Current submittal

NEW METAL STANDING SEAM ROOF

OVER NEW ADDITION AND
OVER EXISTING ROOF
(FELLOWSHIP AND KITCHEN)
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NEW METAL STANDING SEAM ROCF
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EXTERIOR ELEVATIONS 2 OF 2

SEVENTH DAY ADVENTIST CHURCH

71 NORTH MANEY AVENUE
MURFREESBORO, TN 37130
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2019 submittal

METAL STANDING SEAM ROOF OVER NEW ADDITION AND OVER EXISTING ROOF (FELLOWSHIP HALL AND KITCHEN)

ROOF SLOPES FROM FRONT TO BACK

d

\ ALL NEW ADDITION SIDING BRICK TO MATCH AREA ON REAR AS ON FRONT

VERTICAL BOARD AND BATTEN HARDY BOARD

SEVENTH DAY ADVENTIST CHURGCH
711 NORTH MANEY AVENUE

RKEAR ELEVATION




2019 submittal

METAL STANDING SEAM ROOF OVER NEW ADDITION AND OVER EXISTING ROOF (FELLOWSHIP HALL AND KITCHEN)

EXISTING METAL ROOF TO STAY AS CURRENTLY IS

/

ALL NEW ADDITION SIDING
VERTICAL BOARD AND BATTEN HARDY BOARD

SeVENTH DAY ADVENTIST CHURCH
711 NORTH MANeY AVENUE

RIGHT ELEVATION




2019 submittal

METAL STANDING SEAM ROOF OVER NEW ADDITION AND OVER EXISTING ROOF (FELLOWSHIP HALL AND KITCHEN)

EXISTING METAL ROOF TO STAY AS CURRENTLY IS

/ ROOF SLOPES FROM FRONT TO BACK \

ALL NEW ADDITION SIDING

VERTICAL BOARD AND BATTEN HARDY BOARD

SeVENTH DAY ADVENTIST CHURCH

711

NORTH MANEY AVENUE

LEFT ELEVATION
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GLOBAL POSITION SYSTEM SURVEY NOTES —

1. The topeographic portion of this survey was performed using the following global
positioning system (GPS) survey equipment: TOPCON Hiper Plus—Model #01~840—01

(Dual frequency). The GPS portion of this survey was performed using RTK PARKING DATA:
(Real-Time Kinematic) surveying methods. The topographic features shown were ° PURPOSE NOTE
obtained by using the TDOT CORS network for horizontal and for vertical control, S‘ l mltta EXISTING USE: CHURCH
2. IThet rjlotti)ve positional accuracy is stated in the Category "IV survey certification THE CHURCH IS PROPOSING BUILDING AN ADDITION 1 FOR EACH 8 FIXED OR MOBILE SEATS IN
ocated above the surveyors seal on this drawing. THE AUDITORIUM OR SANCTUARY OR LARGEST
3. The dates that fieldwork was performed for this survey were: 05/08/19. ONTO THE REAR SIDE OF THE EXISTING BUILDING TO PLACE OF ASSEMBLY WITHIN THE FACILITY
4. The datum(s) for the TDOT CORS Station Control Point that was used EXTEND THE FELLOWSHIP HALL, KITCHEN, & CREATE ST ;
HORIZ.: NAD83(2011) EPOCH 2010 AN AREA FOR STORAGE. : el TR N e I N
VERT.. NAVD 1988 80 SEATS EXISTING W/ 30 SEATS PROPOSED s E’Vfé\’(‘ St
5. Fixed Control Station designation with published data: 110 TOTAL SEATS i | ¥ - = \1 SREEN ‘571
TDOT CORS STATION~TN38 , gy au—_
STATE PLANE (TN 4100-US SURVEY FT.— NORTHING: 569,154.86 [ ‘‘‘‘‘ e PARKING SPACES REQUIRED: A P
EASTING: 1,837,086.15 R 13.75 TOTAL SPACES REQUIRED
ELEVATION: 558.34 FT.
6. Fixed Control Station designation with RAW file data: | PARKING SPACES PROVIDED:
TDOT CORS STATION—TN38 30 SPACES + 1 H.C.
STATE PLANE (TN 4100—-US SURVEY FT.— NORTHING: 569,154.8786 -
EASTING: 1,837,086.078 :
ELEVATION: 558.25 FT.
7. Geoid model used— GEOIDOY T ——
8. Combined grid factors for TDOT CORS Station TN38: | e T e e
0.99992680 (STATE PLANE—TN 4100-US SURVEY FT.) b LOCATION MAP

N.T.S.

LEGEND

OIIRDON BELL |
RB: 347, PG 1172

| ZONED RE-G
[} Power Pole
i Proposed Fire Hydrant
on1ine Existing Fire Hydrant
- S86°01°114 130.00" l Ex & Reducer
! - CHAIN LINk pe ®  Gate Valve & Box
—_—_— tg Wall Mounted Light

Light Pole
A Concrete Thrust Block
— —W——Existing Water Line
e P roposed Water Line
— —8 ——Existing Sanitary Sewer Line
——f e Proposed Sanitary Sewer Line
0] Existing Manhole
CD‘ Proposed Manhole
—Ldmnen Sewer Line Check Dam
- —Q0— ~Existing Contours
—UD>—-+Froposed Contours
00.0 Existing Spot Elevations
00.0 Proposed Spot Elevations
—SF —=Siltation Fence
(to be instailed before
grading and left in place until
a good stand of grass is
established over all disturbed
areas.)

EX. GRAVEL N8E°0107 7y
DRIVEWAY 130.00°

REET)

EX. CONCRETE
PADS & STAIRS

EDGE orF
PAVEMENT

.

S 1/2* SMOOTH FINISH Turf Reinforcement Mat

1

EX. SIDEWALK

—£ —-=T—Existing Telephone & Electric Line
— -UGE——Existing Underground Electric Line
— —CMP- —Corrugated Metal Pipe

— —RCP— —Reinforced Concrets Pipe

(Loc4r s,

ANTHONY YATER
RE 1611, PG 2092
ZONET: RM-122

307 R.OW.
PB. 397257

5 (TYP.) WIDE
SIDEWALK

& =%
JLAMYSCAPE

53" ROW,
PB. 39/257

STANDARD NQTES:

1. IN ACCORDANCE WITH TCA SECTION 7-59-310(b)(1), COMPETITIVE CABLE
AND VIDEQ SERVICES ACT, IN CASES OF NEW CONSTRUCTION OR
PROPERTY DEVELOPMENT WHERE UTILITIES ARE TO BE PLACED
UNDERGROUND, THE DEVELOPER OR PROPERTY OWNER SHALL GIVE ALL
PROVIDERS CF CABLE OR VIDED SERVING THE CITY OF MURFREESBOROQ
DATES ON WHICH OPEN TRENCHING WILL BE AVAILABLE FOR THE
PROVIDERS' INSTALLATION OF CONDUIT, PEDESTALS OR VAULTS, AND
LATERALS, REFERRED TO AS "EQUIPMENT,” TO BE PROVIDED AT EACH
SUCH PROVIDERS' EXPENSE.

2. ALL SIGNAGE, INCLUDING FLAGS AND FLAGPOLES, IS SUBJECT TO
INDEPENDENT REVIEW BY THE BUILDING AND CODES DEPARTMENT. ALL
SIGNAGE MUST CONFORM TO THEIR REQUIREMENTS AND REQUIRE SEPARATE
SIGN PERMITS.

3. A LAND DISTURBANCE PERMIT MAY BE REQUIRED., DETERMINATION
WHETHER A LAND DISTURBANCE PERMIT IS REQUIRED SHALL BE MADE BY
THE CITY ENGINEER, A SEPARATE LAND DISTURBANCE PERMIT SHALL BE
MADE WITH THE OFFICE OF THE CITY ENGINEER FOR REVIEW AND UPON
APPROVAL FOR ISSUANCE OF A LAND DISTURBANCE PERMIT,

4, FOR ALL DEVELOPMENTS OF MORE THAN ONE ACRE, A STATE OF
TENNESSEE CONSTRUCTION GENERAL PERMIT IS REQUIRED. EVIDENCE OF
THIS PERMIT MUST BE PROVIDED TO THE OFFICE OF THE CITY ENGINEER
PRIOR TO CONSTRUCTION COMMENCEMENT.

0.864 ACRES 5. IN TENNESSEE, 1T IS A REQUIREMENT PER "THE UNDERGROUND UTIITY
- DAMAGE PREVENTION ACT” THAT ANYONE WHO ENGAGES IN EXCAVATION
154.45- o MUST NOTIFY ALL KNOWN UNDERGROUND UTILITY OWNERS, NO LESS THAN
) | . { THREE NOR MORE THAN TEN WORKING DAYS OF THEIR INTENT TO
EX. 1 P EXCAVATE. A LIST OF THESE UTILITIES MAY BE OBTAINED FROM THE
CURE CUT T T LEGEND FOR MONUMENTS COUNTY REGISTER OF DEEDS. THOSE UTILITIES THAT PARTICIPATE IN THE
IPS O IRON PIN SET ;I'ENBIC\)Ig?g%%ﬂr;IELCALL SYSTEM CAN BE NOTIFIED BY CALLING TOLL FREE
IPF O IRON FPIN FND. 6. UNDERGROUND UTIITIES SHOWN WERE LOCATED USING AVAILABLE
1, LLC ABOVE—GROUND EVIDENCE, AND ALSO FROM INFORMATION OBTAINED FROM
504 O RAILROAD SFIKE THE RESPECTIVE UTILITY COMPANIES. THE EXISTENCE OR NON~EXISTENCE
p EARL MECOOSKEY | N FENCE OF THE UTILITIES SHOWN AND ANY OTHER UTILITIES WHICH MAY BE
' T o e ) ® SURVEY PONT PRESENT ON THIS SITE OR ADJACENT SITES SHOULD BE CONFIRMED WITH
Lo e g e THE UTILITY OWNER PRIOR TO COMMENCING ANY WORK.
LIINED RS AN NAKIL 7. PARCELS MAY BE SUBJECT TO ADDITIONAL EASEMENTS, AND/OR
RESTRICTIONS, BY RECORD OR PRESCRIPTION, THAT A COMPLETE TITLE
R CONC. MARKER FND. SEARCH MAY REVEAL.
[ 8. THE OWNER/DEVELOPER, FOR BUDGET PURPOSES, SHOULD CHECK WITH

5¢ CONC. SIDEWALK SAWCUT 1° DEEP CUT
. CONCRETE SHALL OR TOOLED CONTROL JOINT @
172" EXPANSION INCLUDE SYNTHETIC 60" MAX. DR AS SHOWN

JOINT MATERIAL
30" EBC. MAX FIBEROUS REINFORCING ON DRAWINGS

l
SE—g
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$04°5g/
PAVEMENT

R v, p [ \.v co & U
e P It v @ g PR 2 .
o4 ' o |74 b d v i
oo 5 5 DE B % %gag‘éva"%ip j‘;:vﬁ' >
P P WE Brse et e O oy, B

AT TR W00,
RRRODDIINN, SRR

4

Hg

N82°33'00"W
20.30°

(20l sTRERT)

FRED FARRER
DB. &32, PG. 579
ZUNED: RM-12

4* CRUSHED STONE

SIDEWALK & CONTROL JOINTS

DETAIL /79N

SCALE: NOT TO SCALE C5.0

 COREEAND

NG2°48°00'E 70,50/

—

|

EDGE OF
PAVEMENT

——— — _\ 5 MBS(, EX CuRB[

N85 32557 ) —

|

JEBOINVERTRENT

THE MURFREESBORO WATER AND SEWER DERPARTMENT FOR CONNECTION
FEES WHICH MAY BE SUBSTANTIAL.
B | 9. CONTRACTORS FOR SEWER WORK MUST BE APPROVED BY THE
[ SN S MURFREESBORC WATER AND SEWER DEPARTMENT.

mmmmmmmm 10. EVIDENCE OF A LAND DISTURBANCE PERMIT, WHICH INCLUDES AN EROSION
PREVENTION & SEDIMENT CONTROL PLAN, AND A STATE OF TENNESSEE

S CONSTRUCTION GENERAL PERMIT MUST BE PROVIDED TO THE CITY'S
ENVIRONMENTAL ENGINEER PRIOR TO CONSTRUCTION COMMENCMENT. AN
EROSION PREVENTION SEDIMENT CONTROL {ESPC) PLAMN AND STORMWATER
POLLUTICN PREVENTION PLAN {SWPPP) INCLUDING DRAINAGE CALCULATION
AND DRAINAGE AREA MAPS ARE SUBJECT TO REVIEW AND APPROVAL BY
THE CITY ENVIRONMENTAL ENGINEER PRIOR TO ANY PERMIT ISSUANCE.

11. UNDER THE CURRENT ADOPTED PLUMBING CODE, THE CITY OF

MURFREESBORO REQUIRES THE MINIMUM FLOOR ELEVATION (M.F.E.) TO BE
SET AT OR ABOVE THE TOP OF CASTING THE NEAREST MANHOLE THAT IT
IS UPSTREAM OF THE SEWER SERVICE CONNECTION. AS AN ALTERNATIVE,
THE HOMEOWNER SHALL INSTALL A BACKWATER VALVE PER THE PLUMBING
CODE AND EXECUTE AND RECORD A RELEASE OF INDEMNIFICATION AFAINT
THE CITY OF MURFREESBORO WITH REGARDS TO THE SANITARY SEWER
CONNECTION. THE BUILDER AND/OR HOMEOWNER SHALL BE RESPONSIBLE

ZONING: RM—12 ZONING: RS—8 FOR COMPLIANCE WITH THIS REQUIREMENT.

RONT SETBACK: 30' FRONT SETBACK: 30’ THE SURVEY 1S A TOPOGRAPHIC SURVEY FOR
ngE SETBACK(?KS'EO SIDE SETBACK: 5% INFORMATION ONLY AND 1S NOT A GENERAL
REAR SETBACK: 25’ REAR SETBACK: 20’ ngggf@f ” ng/"? VEY AS DEFINED UNDER RULE

DATE REVISION DESCRIPTION
05/16/79 SUBMITTAL — ORIGINAL [SSUE

g & S E

Roor Satback I Roar Satback Foor Setback ‘ Roar Selback OWNER: SOUTH CENTRAL CONFERENCE ASSOC.
3

06,/05/19 RESUBMITTAL — ADDRESSED STAFF COMMENTS

----------
"

RS

g 3 OF THE SEVENTH DAY ADVENTISTS
ZONED 3221203 ps—-8 331 ADDRESS: 7711 N. MANEY AVE.
| ﬁ‘ % % MURFREESBORO, TN 37130
Front Setback Front Ssthack Front Sstback Front Satback . TAX MAP: 091 / GROUP: C / PARCEL: 1800
§ 5 N I R ZONING: RM~12 & RS — &
%4 ”W RECORD BOOK: 954, PAGE 2908

5 5

[ [

L]

<
Side Selback
Sids .t%tbaal'

I
S sl g b
ZONED Jii..f—»g KM—12

Side Setback

SITE PLAN
SEVENTH DAY

I

/
/
/”’HI

53

I

“y

ADVENTIST CHURCH

Stroot Straot FLOOD MAFP PANEL: 47749 COZ260H ZONE X

SISTTIERESR SLTITEEARAN

"HUDDLESTON-S
[RCqoDLESTON

2115 NW, BROAD STREET, MURFREESBORO, TN 37129
SURVEYING : 893 — 4084, FAX: 893 — 0080

FLOOD MAP DATED: JANUARY 05 2007

RW W

TYPICAL BUHLDING SETRACK DETALL TYPICAL BUHDING SETEACK DETAIL NOTE: THIS PARCEL 15 SUBJECT TO ALL EASEMENTS AS SHOWN AND ANY

NS NIS OTHER FASEMENTS AND/OR RESTRICTIONS £ITHER RECORDED OR BY
PRESCRIPTION THAT A COMFLETE TNTLE SEARCH MAY REVEAL.

13th CIVIL DISTRICT — RUTHERFORD COUNTY — TN

DATE: JUNE 2019 SCALE 1"=30’ SH 2 OF 5

WACADU30\Land Projects 2004\OAKLAND PARK 7TH DAY ADVENTIST\dwg\7TH DAT ADVENTIST - MAY 2019.dwg, SITE, 8/2/2019 11:00:10 AM, ACADO34




HEMBREE T

LEGEND

SR, 2019 submittal

Existing Fire Hydrant
Reducer
Gate Valve & Box
Wall Mounted Light
Light Pole
Concrete Thrust Block [
——W-——Existing Water Line
——W——Proposed Water Line
——S — —Existing Sanitary Sewer Line
—S ——Froposed Sanitary Sewer Line
O  Existing Manhole
® Proposed Manhole
a—{:—Q}-————Sewer Line Check Dam
— —00— —Existing Contours

POTOD O R

|
|
|
|
|

—— e

- ipf
o6 /

! P = i . . . . . . .
5" MBSL, T — ) < 3. Dimensions listed for heights, spread and trunk specifications on the plant material schedule
’ are general guide for the minimum required size of each plant.

—A——Froposed Contours I
00.0 Existing Spot Elevations y -
Q0.0 Proposed Spot Elevations T ! e
—SF —Siltation Fence ) i [ e ——
(to be installed before I I p%ﬁfﬁi* (Ejﬁﬂuﬁal e
grading and left in place until o B RM 1P
a good stand of grass is ! ZUNED: kM2 LOCATION MAP
estobli)shed over all disturbed I I N.T.S.
areas, >
m Turf Reinforcement Mat ’ R—QQ})%TE}]N;—)EE%‘I*yo ’! l
oo, P, i/l .
—E£ ——T—~Existing Telephone & Electric Line ! y LUNCD: RSB T PLANTING NOTES
— -UGE ——Existing Underground Electric Line ’
— ~CMP~ -—Corrugoted Metal Pipe. , ! 1. Itis the responsibility of the landscape contractor to confirm all material quantities. In the
— —RCP - —Reinforced Concrete Pipe T S86°01'11°F .~ 130.00¢ EX. CH event of a discrepancy, the quantities shown on the plan shall take precedence over the
— T T 1 K FENGE  Saseqpng T , mweralshedule.
I } — i . 177.99- 2 . o substitutions as to type, size, or spacing of plant materials specified on this plan may be
) N — Koo« f I made without the approval of the landscape architect or owner's representative.
]

I ’ 4,  All proposcd plant materials are to meet the requirements of the "American Standard for
. Nursery Stock" established by the American National Standard Institute, Inc. (ANSI), issued
/ fT T in its most recently published version.
/ ¥ 5. The landscape architect or owner's representative reserves the right to refuse any plant
..... b } ’ matertal or any defective workmanship.
. c 6. New tree plantings to be staked per planting details
ALL PROPOSED ABOVE—-GROUND UTUTY STRUCTURES o {";;’ g ! ’ 7.  All plants shall have a WC”-fOI’ﬂlt&!d head with minimum caliper, height and spread Ofth.ﬁ side
TO BE SCREENED ON ALL FOUR SIDES WITH 5 M b ) < b2 branches as shown on the plant list. Trunks shall be undamaged and shape shall be typical of
ILEX GLABRA ’NIGRA’ (SOFT TOUCH HOLLIES, MEDIUM — BS.L. EX. CHURCH v x| (A | the species.
EVERGREEN SHRUBS, 24" HEIGHT) ~ - . A 33;‘ W [ 8.  Measurement of conifer height shall include not more than fifty percent (50 %) of this years
EX. GRAVEL \ N86&°01'077y 7 ‘ LM‘E‘WAF’E BEDS Y E{’g ! vertical growth (top candle).
DRIVEWAY 13000 ¢ HOSE B3 5 f Ex g:: 9. All planting beds shall be mulched with a four inch layer of shredded hardwood mulch.
EX. CONCRETE \ - ‘ “/}j 10. Al planting and seeding areas shall be free from weeds prior to planting and mulching.
PADS & STAIRS f‘ 3P Herbacide and or mechanical removal of weeds shall be required in insure complete weed

removal. Any herbacide applications must be done a minimum of 2 weeks or more prior to
time of planting.

11. Al distrubed areas of the site are to be seeded and/or sodded in accordance with the
specifications.

12. No excavation or planting pit shall be left open overnight.

13. It is the responsibility of the landscape contractor to verify that each excavated tree or shrub

53 RIW. pit will percolate (drain) prior to adding topsoil and installing trees or shrubs. The contractor

PR RB/E57 shall fill the bottom of selected holes with six inches of water. This water should percolate out
within a 24-hour period. The owner or landscape architect shall verify accuracy and effect of
percolation testing. If the soil at a given area does not drain properly, a p v ¢ drain or gravel
sump shall be installed or the planting relocated.

14, Should the landscape contractor encounter unsatisfactory surface or other subsurface drainage
conditions, soil depth, latent soils, hard pan, steam of other utility hines or other conditions that
will jeopardize the health and vigor of the plants, he must advise the landscape architect in
writing of the conditions prior to installing the plants, otherwise the landscape contractor
warrants that the planting areas are suitable proper growth and development of the plants to be
installed.

15. No material shall be planted before finish grading has been completed.

16. All beds are to be tilled to a depth of 8" with the addition of: (1) 6 cu. Ft. Bale of sphagnum
peat moss or organic compost per 40 sq. Ft. Of bed area: (25#) 10-10-10 fertilizer per 1000 sq.
Ft. All additions are to be spread and tilled into the soil uniformly.

17. Contractor shall notify the landscape architect or owner's representative when the plant
materials are available at the job site for review prior to installation.

18. The contractor is responsible for fully maintaining all planting (including but not limited to:
watering, spraying, mulching, fertilizing, etc.) of the planting areas and lawn until the work is
accepted in total by the owner.

PROPOSED ABOVE—GROUND
HOT BOX, TRANSFORMER,
ELECTRIC BOX/METER OR
OTHER SIMILAR UTILITY
STRUCTURE

id.

ANTHONY YATER
KB, 1611, PG, 23552
ZUNED: RM-12

307 RULOW,
PB. 39/257

b 4.3
LANDSCARE /

e el
&b ehep

SO Y

BLFFER

——

TYPICAL UTILITY STRUCTURE
PLANTING DETAIL
N.T.S.

058146,,W

T — o EXCHEARAMR .

EX. CURB EXLanDsiase BEp 7

PAVEMENT

STREET)

S04

——

N82°5300"W
20,30’

— %
8 —

—
——_—

—_

(20C47,

FRED FARRER
DB ©32, PG 579
ZENED: RM-i2

—_—

NO2°48°00'E 70,50

& | %
T e——— o TSRS N ﬁL 8z i I
l

N85°34’584w
V 15445 ok’ I

quvﬁgﬁﬂgfﬁf BAgi(-}LVESHALL £X. 1/ ipf i 19.  The contractor shall completely guarantee all plant material for a minimum period of one year
PREVIOUS OR FINISHED GRADE CURR CUT I e including at least one growing season (March to November) from the date of total acceptance.
CONDITIONS 4" LAYER MULCH {SEE I-—-— W The contractor shall promptly make all replacements before or at the end of the guarnatee
LANDSCAPE NOTES FOR TYPE __" T— iod
REFER TO PLANS FOR OF MULCH pertod. o : .
FINISHED GRADE ) UR OINVESTMENTS 1, LLC — 20. All plant material which dies, turns brown, or defoliates (prior to total acceptaance of the
. DB, 724, PG 3504 T TS ——p work) shall be promptly removed from the site and replaced with material of the same species,
SAUCER 4 ABOVE FINISHED ZONE D RM-1e EARL MLCRASKEY | o uantity, and size and meeting all plant list specifications
/ GRADE W/TOPSCIL DB i5a. PG 856 ’ q Y, galp pect .
[ by AN, i ar e
T - ﬁ’f R Ny 1 o

\ / T e AT Lh7enll o / T | o
|

| 0,864 ACRES
REMOVE BURLAP & ROPE FROM TOP e >
1/3 OF BALL OR REMOVE CONTAINER B
EEQEE BED & LIGHTLY SCARIFY [ S I /
T e LEGEND FOR MONUMENTS
SLOPE & SCARIFY SIDES OF PIT e / | I / FS O IRON FPIN SET
FPF O IRON PIN FND.

@SE%E SHRUBS ARE LOCATED IN BED BACK FILL MIX (THOROUGHLY MIX ALL PARTS) Q RAILROCAD SFIKE
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